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SEATS

WARNING: IF EQUIPPED WITH OCCUPANT CLASSIFICATION SYSTEM (OCS), THE SEAT WEIGHT SENSOR IS A
SENSITIVE, CALIBRATED UNIT AND MUST BE HANDLED CAREFULLY. DO NOT DROP OR HANDLE ROUGHLY.
IF DROPPED OR DAMAGED, REPLACE WITH ANOTHER SENSOR. FAILURE TO DO SO MAY RESULT IN OCCU-
PANT INJURY OR DEATH.

WARNING: IF EQUIPPED WITH OCS, THE FRONT PASSENGER SEAT MUST BE HANDLED CAREFULLY AS
WELL. WHEN REMOVING THE SEAT, BE CAREFUL WHEN SETTING ON FLOOR NOT TO DROP. IF DROPPED,
THE SENSOR MAY BE INOPERATIVE, COULD RESULT IN OCCUPANT INJURY, OR POSSIBLY DEATH.

WARNING: IF EQUIPPED WITH OCS, WHEN THE PASSENGER FRONT SEAT IS ON THE FLOOR, NO ONE
SHOULD SIT IN THE FRONT PASSENGER SEAT. THIS UNEVEN FORCE MAY DAMAGE THE SENSING ABILITY
OF THE SEAT WEIGHT SENSORS. IF SAT ON AND DAMAGED, THE SENSOR MAY BE INOPERATIVE, COULD
RESULT IN OCCUPANT INJURY, OR POSSIBLY DEATH.
When installing additional equipment around the front seats, consider the following restrictions:

• Make sure no equipment is installed or attached to the passenger seat.

• No seat modifications of any type are permitted.

• Make sure that no weight is added to the passenger seat.

• Make sure that no equipment interferes with the seats when the seating position is adjusted.

• Maintain 10–12 mm (0.4-0.5 in) of clearance around the passenger seat.

• Do not use the seat mounting bolts to attach any piece of equipment. If the seats are removed from the vehicle,
tighten the seat bolts to the appropriate torque value specified in the 2008 Dodge Charger and Magnum Service
Manual.

FUEL LINES AND TANK

The fuel and brake lines (1) are routed under the right side floor pan area. To avoid fuel and brake line damage, take
care when drilling or installing fasteners on the floor pan area.
The fuel tank (2) is located underbody under the rear seat area. Installation of self-tapping fasteners or drilling in the
floor pan under the back seat area is not permitted.
To avoid fuel tank filler tube (3) and vapor canister (4) damage, take care when drilling or installing fasteners in the left
and right rear inner wheelhouse areas.
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CARGO/TRUNK AREA

BATTERY COVER

If the vehicle is equipped with a full size spare tire, the
battery has an individual cover. Permanent removal of the
battery cover is not permitted. Always make sure that the
battery cover is seated properly after work is performed in
the trunk/cargo area.

FULL SIZE SPARE TIRE MOUNTING BRACKET

If the vehicle is equipped with a full size spare tire, a spare
tire bracket is bolted to the trunk/cargo area floor pan.
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VEHICLE UNDERBODY

BELLY PANS

The Dodge Charger and Magnum are equipped with 6 underbody shield panels. Removal of these panels may alter the
vehicle functions and is not recommended.

SKID PLATES

Additional skid plates can obstruct the air flow under the vehicle and may alter the vehicle functions.

DRIVESHAFT CLEARANCE

Always consider the clearance between the underbody sheet metal and the driveshaft when installing any equipment in
the driveshaft tunnel area.

FRONT GRILL AREA

FRONT BUMPER

If the front bumper and bumper mounting system are removed temporarily, reinstall the front bumper and bumper mount-
ing system in accordance with the instructions provided in the 2008 Dodge Charger and Magnum Service Manual. The
front bumper and bumper mounting system cannot be replaced with parts other than OEM. The crash sensing of the
front airbag systems is tuned, in part, to the front bumper. Retain the original front bumper system (beam, brackets and
fascia). Modifications, deletions or additions to the front bumper (such as pushbars, bullbars, and bumper-mounted bicy-
cle racks) are not recommended as they may change the crash sensitivity and protection of the frontal impact inflatable
occupant restraint system.
Reduced air flow through the radiator grille could put additional strain on the engine cooling system, reduce the engine
performance, and shorten the operational life of related components.

HEADLAMPS MOUNTING CROSSMEMBER

The headlamps mounting crossmember is a critical component of the body structure and cannot be replaced with parts
other than OEM. No drilling or any other modification of the headlamps mounting crossmember is permitted. Any mod-
ification, including welding or drilling, of the headlamps mounting crossmember may reduce its strength and alter its
intended deformation in event of a vehicle crash.



4 - 10 INSTALLATION CONSIDERATIONS 2008 Police Upfitter’s Guide

FRONT IMPACT SENSORS

NOTE: Right front impact sensor shown, left front im-
pact sensor similar.

Two front impact sensors are installed on the Dodge
Charger and Magnum, one each for the left and right
sides of the vehicle. Each front impact sensor is mounted
with two screws to the backs of the right and left vertical
members of the radiator support within the engine
compartment. The location and the orientation of the
front impact sensors are critical for correct operation
of the occupant restraint system. Do not use the front
impact sensor mounting screws as equipment mounting
attachment points.

SIREN AND GRILLE LIGHTS

Proper air flow through the radiator grille area needs to be maintained in order to keep the engine cooling system oper-
ating at its intended capacity. When installing any additional equipment such as sirens or additional lights, make sure
that the air flow through the radiator grille is not obstructed by any equipment.
Reduced air flow through the radiator grille could put additional strain on the engine cooling system, reduce the engine
performance, and shorten the operational life of related components.




